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CORN ROASTER INSTRUCTIONS 
 

• Use lock to secure the hitch to the ball 
• Never travel with the motor on the roaster  (Electric Motor – 110 volts) 
• Unit takes a 1 7/8” hitch ball. 
 
Levelers: All three levelers must be up when traveling and down when in use. 

We will instruct on how to raise and lower levelers if the ground is uneven. 
The roaster MUST be as level as possible. 

Propane Tanks: The tanks will be filled after the unit is returned.  You will be billed for the 
amount of propane used 

 
Steps for Roasting: 
1. Make sure the bottom shaft and sprocket are seated properly in the channel and that the baskets 

are level.  Due to bumpy conditions during transit, the shaft and sprocket can become unseated. 
If either is not correct do not continue.  You must put them back in place. 

2. Attach motor and plug it in.   
3. Turn on both propane tanks. 
4. Set the thermostat at 575°. 
5. Lighting the pilot:  Raise the shield that is on the bottom front of the roaster.  Push in the red 

button and hold it in.  Place a flame by the pilot light and light it.  Continue to hold the red 
button.  Lower the shield.  After 45 to 60 seconds release the red button.  If the pilot light stays 
on, turn on the main valve by pushing it into the vertical position.  Occasionally this process will 
take longer due to air in the gas lines.  It may take several attempts to light the pilot. 

If windy conditions – you may have to rotate the corn roaster so the wind is not blowing in 
the front end and extinguishing the pilot light. 

6. Preheat for 25 minutes or until roaster stops smoking. 
7. Load the corn in the baskets so the tassel end of the cob faces outward.  Make sure the cob does 

not go beyond the basket.  Load the corn evenly – 2 per basket on Model 340 
       – 3 per basket on Model 500 

The cycle takes 25 minutes: approx. 350 ears per hour on Model 340 
approx. 350 ears per hour on Model 500 

8. While corn is roasting, watch for any jams.  A jam has occurred when you see that the baskets 
are not level anymore or the motor belt is slipping.  If a jam is missed, MAJOR MECHANICAL 
PROBLEMS WILL OCCUR. 

9. When you are not roasting, turn off the gas valve and leave the pilot on.  When you are ready to 
start roasting again, turn on the gas valve & start roasting immediately. 

 
Problem Solving: 
1. If a jam has occurred - Turn off roaster, open back end & wait for roaster to cool down.  When 

cooled, remove all ears of corn that are caught in the chains & sprockets.  Baskets, chains & 
sprockets may have unaligned themselves during the jam.  You must realign & level them so 
that the roaster will work properly. 

2. Pilot light is out – This is most likely caused by the wind.  Check to make sure the bottom shield 
that you raised to light the pilot is down.  You may also have to turn the roaster 45° to 90° so 
that the pilot light is out of the direction of the wind. 
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PROBLEMS: CALL 920-468-6828 during business hours.  

 
Returning Equipment: 
Return items by 10:00am the next day unless other arrangements have been made.  Check in at the 
service counter and they will get someone to assist you.  The roaster should be returned to the area 
where you picked it up or where our service personnel tell you to return it.  The service personnel 
will also tell you where to return the motor, belt, corn cambros and any other equipment you may 
have. 


