Single Button
Cheese Dispenser Model No. 5345
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OPERATING INSTRUCTIONS

Controls and Their Functions
POWER SWITCH - Turns the unit ON/OFF.

THERMOMETER - Displays the air temperature inside the cabinet. The unit is factory set to a
default temperature level for warming the product. To change the temperature setting,
have qualified service personnel reference Adjusting the Thermostat, in the Maintenance
section of this manual.

DISPENSE BUTTON - MANUAL dispense (free-flow), press button to dispense product; release
button to stop dispensing product.

Dispense Button
(Manual Dispense
ONLY)

Power
Switch

Dispense Button View

Operating Instructions
1. Turn Power Switch ON.

2. Pre-heat unit with unopened product inside - product starting from room temperature
70-75°F (21-24°C) takes approximately 4 hours to reach 140°F (60°C).

Important: The thermostat temperature can be set to a maximum of 165°F (74°C)
(the interior air temperature). The actual product temperature may be
lower or higher than the set temperature depending on how long it has
been heated.

For specific product safe food holding temperature, reference your local code and/or
instructions from food product manufacturer.

3. Install preheated product (reference Product Installation section), then place a tray in
position to receive cheese, and press dispense button for desired amount of product.

Turn off the power and unplug the machine at the end of each day. DO NOT leave the unit
operating unattended.
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Product Installation and Removal

The dispenser is equipped with a Bag Support Tray to hold the bag of cheese in use, and an upper
Cheese Bag Tray to hold a bag of cheese for pre-warming.

Add a Basket Liner (PN 100557) to each Bag Support Tray opening to provide cushion/support for
a product bag with the small cap. Follow instructions below to install the liner and insert product.

Basket Liner Installation - General images shown for reference only.

Upper Cheese — !
Bag Tray >
(for prewarming)

Basket Liner

O, in position

(holds bag of
cheese in use)

Inside view of Bag Support Tray

Step 1. Open the cabinet door and locate the Step 2. Position the Basket Liner in bag
Bag Support Tray. Caution: Tray may be hot support opening as shown.
when adding or changing the product.

Product Installation

Pull ring
to remove

Cam Tube Clamp

Dispenser Tube Step 2:_ Tht_e dispenger SFep 3: Open the front door of the
tube will pierce the inner dispenser. Open the tube clamp by
Step 1: Pull ring to remove seal of the bag when turning the cam counterclockwise.
fitting cover from a installed. Make sure the
preheated product bag. cap is securely threaded
Use a new dispenser tube onto the bag fitting.
(PN 5285) for each bag. Caution: Product may be hot.

Page 10 gmpopcorn.com



Single Button ey
Cheese Dispenser Model No. 5345 @@

Step 4: Remove the Upper Cheese Bag Tray.
Place the product in support tray with spout
and tube directed toward the front, and
downward through the tray opening.

Basket Liner mustbe — | °

in position (for product
bag with a small cap).

Step 5: Guide the tube through the pump
slot from top to bottom.

Step 6: Close the tube clamp by turning the
cam clockwise. Place the upper bag tray back
in the unit and close the dispenser door.

Product Removal:

1. Open the front door of the unit.

2. Open Tube Clamp (see Step 3 of Product
Installation).

3. Remove tubing, by pulling from the
bottom up.

4. Remove product bag and tube from the
cheese dispenser. Reuse the basket liner
for the next bag of cheese.
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Care and Cleaning

A DANGER

Machine must be properly grounded to prevent electrical shock to personnel.
DO NOT immerse in water. DO NOT clean appliance with a water jet.

Always unplug the equipment before cleaning or servicing.
025 111616

To avoid burns, DO NOT touch heated surfaces.
DO NOT place or leave objects in contact with heated surfaces.

009_092414

Good sanitation practice demands that all food preparation equipment be cleaned regularly (only
use non-toxic, food grade cleaners). A clean looking, well-kept machine is one of the best ways of
advertising your product.

Cleaning Guidelines

1
2
3.
4

. Wipe interior and exterior surfaces of unit with a clean, slightly damp cloth. NEVER

. Turn Power Switch OFF, unplug the unit, and allow it to cool before cleaning the unit.

Remove cheese bag and tube.

Clean tray (slide tray out to remove it for cleaning).

USE ABRASIVES on this unit.

Note: Periodically, use a vacuum cleaner and or a damp cloth to clean the air intake
as needed.

Remove the pump head assembly (by removing the thumb screw) and wipe clean;
reattach the pump head assembly.

Reinsert the clean, dry tray for use.
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Troubleshooting

Issue Possible Cause Solution
Unit Not Working A. Power to Unit A. Make sure the unit is securely plugged into the
wall outlet. Units with an IEC power cord,
make sure cord is securely plugged into unit.
Check the outlet for power.
Check the circuit breaker for the wall outlet.
B. Thermostat Setting B. Thermostat turned fully counter-clockwise.
Have qualified service personnel check the
thermostat setting (reference Adjusting the
Thermostat in the Maintenance section).
Door Will Not Close A. Clamp Open A. Close clamp.
B. Tray Not Fully Inserted B. Install tray correctly.
Product Does Not A. Product Empty A. Replace empty bag.
Dispense
Product is Leaking A. Clamp Not Fully Closed A. Close clamp.
B. Tube Loose from Spout B. Check tube; be sure it is securely seated into
bag (reference Product Installation section).
Tube Not Reaching A. Spout not seated correctly | A. Seat the bag spout in the Bag Support Tray
Bottom of Clamp in Bag Support Tray correctly (reference Product Installation
section).
Productis Cold A. Dispenser door left open; A. Keep door closed.
also see Power to Unit
B. Thermostat not set to B. Have qualified service personnel check the
correct temperature. thermostat setting (reference Adjusting the
Thermostat in the Maintenance section).
Excess Product Remains A. Bag spout not seated A. Seat the bag spout in the Bag Support Tray
in Bag correctly in Bag Support correctly (reference Product Installation
Tray section).
B. Folds in Bag B. Lay bag flat in tray.
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